
EZ INSTALL TRANSMISSION COOLER KIT
DIRECTIONS

difficulty:
est time: 45 Minutes +/-

Remove lower passenger side grill by gently pulling around the grill starting at the fog light and work your way around. DO NOT 

grab it by the center and pull it out, as this may cause damage. Removing the upper grill is optional if you have large hands and 

cannot get to everything from the lower grill.

You will need to remove your intake tube from the vehicle & unplug the MAF sensor if applicable, remove the upper radiator hose 

from the radiator and use a small cup to catch the coolant that will come out. Less than 1 cup of fluid will drain from the hose. It is 

recommended to zip tie it up around the power steering reservoir to keep it up out of the way for installation. 

Now you need to remove the upper radiator mounts, simply lift the lock clip up untill it stops and then use a small flat blade screw 

driver to push the tab in on the left side to release the clip. Once the clip is out, you will take the same flat blade and insert it into 

the hold down where and gently pry the tab forward while lifting up. The upper mount will come out with ease. 

Tilt the radiator forward and remove the 2 10mm bolts that hold the a/c condenser to the radiator. You will need to remove the 

electric fans by simply pushing the tabs down and forward and un plugging the single fan plug on the passenger side. Use your 

hands to unsnap the factory transmissions lines from the fan shroud and lift the fan straight up and out. 

Once these are removed, you can mount the transmission cooler on the passenger side of the a/c condenser. Its recommended to 

pull up on the a/c condenser and hold the radiator down to separate the two so you can move them freely of one another. You will 

see the 2 alignment pins once you remove the lower grill. Its recommened you only mount the cooler through the a/c condenser 

and not into the radiator as this may cause damage to the radiator. Make sure you test fit the cooler before the final mount of the 

unit on the a/c condenser as it can interfere with the core support if it is mounted too high. Once the cooler is mounted, you can 

run the supplied a/n lines to the cooler with the 45* fitting mounting to the top of the transmission cooler as this is the FEED line to 

the cooler. The straight -6 a/n fitting is the return and should be connected to the lowest side of the cooler. You will now need to 

remove the factory transmission line as it will be replaced with the new stainless steel line. You simply remove the clip from the 

fitting, and slide the old hose out, and simply insert the new pre bent line, and make sure to snap the clip back into the system. It is 

necessary to remove the plastic clip shield from the stock line, and put it on the new line to ensure the clip cannot fall out or 

become dislodged. Once the line is installed in the radiator, you can now plug the line into the lower hose (the hose with the 2 

straight fittings) and insert the locking clip. Once that line is removed, you will attach the 90* fitting to the factory line by simply 

removing the clip, inserting the new fitting over the factory line, and re installing the clip into the lock. Once you have the installa-

tion complete, the transmission will require more fluid to be added back into the system to account for the new cooler, and any fluid 

lost during installation. There is a fluid fill procedure on the transmission pan of the vehicle instructing you how to check and fill the 

fluid properly.


