
G8Only.com E85 Flex Fuel Kit Installation  
 
 

 
FUEL LINE -  

1. Remove engine cover and ensure that the vehicle is fully cooled. 
2. Locate and remove the Schrader Valve Cap on the front of the fuel rail, Place a towel 

under the valve and release pressure by depressing the valve with a small screwdriver. 
3. Use a ⅜ Fuel Line Disconnect Tool and Remove the factory fuel line from the rail as well 

as from the firewall. Place a towel near these connections as some remaining fuel may 
still be in the line.  

4. Locate the ends of the G8Only fuel line fittings and remove the screw on cap ends. 
5. Place the removed ends on the ridge of the factory fuel line connections at the firewall 

and the rail.  
6. Spray some lubricant on the threaded areas as well as inside the hose to ensure a 

proper seal. 
7. Install the new G8Only Fuel line and tighten down accordingly.  

 
HARNESS WIRING -  

1. Locate the Oxygen Sensor Connection at the rear of the cylinder head.  
2. Undo the Locking Tab of the Oxygen Sensor and insert the G8only extension in between 

the factory plug and sensor.  
3. Make sure that the added length of the extension does not come into contact with the 

exhaust manifolds or header pipes. If there is contact use a provided zip tie to route the 
wiring away from the exhaust.  

4. Locate the Ground strap wire on the harness and route it to the ground found on the 
firewall. Secure the ground properly.  

 
PIN WIRING -  
 

1. Unravel the white wire and lay it across the engine bay loosely for now. Notice it is in 2 
Pieces 

2. Locate the ECM Connector found underneath the fuse box on the passenger side of the 
engine bay 

3. Using a small screwdriver release the locking pin of the J1 Connector (Uppermost) and 
release the connector.  

4. Remove the plastic faceplate as well as the plastic covering from the backside.  
5. Locate PIN 40 and slide the Pin side of the wiring through the front of the connector. 

Ensure that the pin is fully engaged in the locking mechanism.  
6. Reassemble the ECM Connector with the new white wire coming out of the rear of the 

connector.  
7. Fuse the 2 ends of the white wire together with the included solder connection. Simply 

strip some of the existing ends off and place together in the connection. Apply a heat 



source and ensure the solder melts properly. Heat the ends to ensure a watertight 
connection.  

8. Wrap the white wire in the supplied loom and route it close to the firewall and the brake 
lines. Secure it in any high heat areas with the supplied small zip ties.  

 
 
Congratulations, you have completed the installation of your G8only E85 Kit! 


